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HIGHLIGHTS OF

� One platform for all your addressable fire alarm requirements.

Modular design providing flexibility and capacity for expansion.

Expandable and Networkable from one loop to 6,144 loops / 768,000 addressable devices.

Ideal for any size application.

Fiber optic connectivity and telephone networking capability for large-scale applications.

Reduced life-cycle costs and component level service and support.

Windows based graphics software, AutoCAD interface & BMS connectivity.

Online system monitoring and maintenance from wherever and whenever you want.

Can network existing conventional fire alarm panels of any make on the addressable system.
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DETECTOR
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SMOKE DETECTOR

ADD HEAT
DETECTOR

ADD
SOUNDER

CONNECTING
CONVENTIONAL

SOUNDERS ON THE
ADDRESSABLE LOOP

CONNECTING CONVENTIONAL
DEVICES ON THE ADDRESSABLE

LOOP USING CONVENTIONAL
INTERFACE UNITS (CIU)

NETWORKING CONVENTIONAL
FIRE ALARM PANELS ON THE

ADDRESSABLE LOOP WITH ZONE/
PANEL-WISE ADDRESSING

CONNECTING CONVENTIONAL
ZONES ON THE ADDRESSABLE

LOOP USING ZONE MONITORING
UNITS (ZMU)

CONNECTING AUXILIARY
CONTROLS (GAS RELEASE, FIRE
DOOR RELEASE ETC.) ONTO THE

ADDRESSABLE LOOP USING INPUT/
OUTPUT UNITS
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